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ZSerial

ZSerial-XX
RS 485 ( ZSerial-
1X), RS 422 RS 232.
ZSerial
"point-to-point” "point-to-
multipoint".
RS 232, RS 422 (4-
) RS 485
( -
ZSerial-1X).
ZSerial
IEEE 802.15.4,
a a ZigBee
RS485 (
ZSerial-1X)
RS485 (
ZSerial-1X)
:=20°C +60°C
IP54
! 220 VAC,
# 2400 2.484 GHz,
$
— 250 000 bps
$ — OQPSK, DSSS
1200 — 115 200
bps
10 dBm
Modbus
%




Z Serial:

ZSerial-1X ZSerial-2X # /
: : Indoor Outdoor
RS 232, RS 485 RS 232 RS 422 , "
RS 422
ZSerial-10 ZSerial-20 ) e . 50m | 100 m 200 m
(omnidirectional whip)
- - (
ZSerial-11 ZSerial-21 5 dBi (omnidirectional) 100 m | 200 m 500 m
ZSerial-12 ZSerial-22 N(f), panel mount - - 4 km *
* ZSerial-12 ZSerial-22 + 15 dBi
' 1- ZSerial-1, + Modbus
(/ IEEE 802.15.4 (ZigBee)
# . $ RS232, RS485, RS422.
"Master-Slave", P2P (point to point) P2MP (point to multipoint),
RS 485
' 2- ZSerial-2, + Modbus
"Master-Slave", P2P (point to point) P2MP (point to multipoint),

RS 422




